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DISCLAIMER
For legal and safety purposes, we must stress the following: The information presented
here is for educational purposes only. No claims are made to treat, cure, heal, or
diagnose any diseases. If you have a major health issue, it is strongly recommended you
see a qualified health care provider for approval. If you are taking prescription drugs,
experimenting with the technology may require modification of dosage; in this case, it is
strongly recommended you see your health care provider.
In general, medical technology of any kind does not directly heal; it only assists the
body’s own natural healing ability. The criterion for effectiveness should be measured in
relation to speed and safety (i.e., side effects).
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Introduction
Q the Experience is commonly known as the BEFE or Bio Energy Field Enhancement
device. Terry Skrinjar of Q-Tech Laboratories in Australia originally designed it. Terry
from a very early age realized that he saw the world in a different way than most other
people. He actually saw the holographic energy patterns of objects and the interactions of
these energy patterns. This allowed Terry to actually see what substances would enhance
the energy fields of people and which ones would detract. Terry began inventing energy
devices at a young age and wrote a book on his vision of energy called Field Science.
When someone challenged him to build a device that could heal all conditions he thought
about it for a few minutes and then sketched the BEFE on a napkin saying this is it. The
basic concept Terry had just documented was that of a device which could create a biocompatible energetic field capable of penetrating to every cell using the unique ability of
water to take on the energetic information of its environment and transfer it throughout
the medium.
The basic design of the Q2 BEFE is an orb-shaped device containing specially designed
plates that produce ions when submerged in a conductive water bath. When activated, a
life-enhancing field is created throughout the therapeutic bath. Since the body is 60% or
more water this field easily penetrates to every cell of the body providing an energy
source to recharge the cells and optimize the cellular membrane potential. When the cells
have enough energy and proper membrane polarity they can function optimally and
absorb nutrients from the blood and dispose of their normal metabolic toxins. (See
Appendix A)
The brilliance of Terry's design is that the equipment does not need to treat any disease.
On the contrary, just by providing a compatible energy source, the body's own innate

intelligence can direct this energy for its most important needs at the moment; this might
be revitalizing an organ, improving digestion, reducing fatigue, reducing inflammation,
improving elimination and detoxification, etc. The Q is essentially a water spa that
simulates the energetic qualities of the healing springs found many places in the world
such as Lourdes.

Contraindications
Do not touch or use other people's water. Because the fields of the body and those of the
Q are interacting and communicating the water in the bath is imprinted with all the
information of the person including the stress patterns that have been built up over a
lifetime. These patterns can have a detrimental effect when coming in contact with a
different individual. Therefore:
1.
2.
3.
4.

Only one person should be in the bath at any time.
Always change the water and clean the orb and tub between people
Pregnant ladies cannot use the Q because there are two life forms present.
No one with a pacemaker or other electronic life support system should use the Q
because the fields that are generated might interfere.
5. Anyone on drugs, especially life support drugs should consult with their physician
prior to using the Q.
Note that plants actually like the post session water because they are designed to process
the wastes of animals as part of the ecosphere,

Cautions
Be careful of the many knockoffs that have been made trying to copy the effects of the Q.
Many of them have some benefits but also create stress in the body due to not being able
to see the energetic disturbances caused by changes in materials, shapes, dimensions; etc
when trying to sidestep property protection laws. This is especially so when considering
that with the Q, the materials and dimensions of the plates are very exacting including a
beveled edge on the plates. The components of the power supply, even when meeting
very exact specifications, may be rejected if their energy picture is not optimum. Even the
circuit boards of the power supplies are designed with a radius on the corners of the
etchings instead of a right angle in order to create the correct energetic effect.
Be careful of claims that the color of the water and the gunk floating in the water actually
mean something specific. There are too many variables and without exacting lab tests
nothing can be said. These colors and floaters can result from just the orb in the water
without a person so saying that everything is coming from the body is not accurate.
Saying that everything is coming from the body is not accurate. The impurities in the
water, the material composition of the plates, the type of conductive material added, and
the electrolysis of the plates all contribute to changes in color and floating material in the
water.

Be careful of claims that the Q detoxifies the body. In reality the Q provides a
biologically compatible energy source to the body. The body then can use the energy in
anyway it chooses for the highest need of the moment. If this is detoxing some things
might be found in the water but it is more likely that the normal detox channels of the
body will do the elimination. Urine and fecal tests have verified that, the kidneys, colon,
lungs and skin may be more active for several days after a Q session. It is therefore
beneficial to drink extra pure water after a session.

Practical Experience
Case 1: A client with diagnosed Crohn's disease would pass many seed pods in her daily
diarrhea. These pods looked like bean sprouts. When sent to the University of
Washington Pathology Department and to the Disease Control Center in Atlanta, GA
they had no suggestions on what or how or why other than to suggest that she not eat so
many seeds. This was not an appropriate response since she never ate seeds. During one
of her BEFE sessions several of these seedpods were found in the bath.
Case 2: A client seeing his cardiologist on a monthly basis for high blood pressure and
monthly blood workups had very high ferritin levels, suggesting an overabundance of
iron in the blood. Adding BEFE sessions every other day for a month reduced his ferritin
levels to normal values.
Case 3: A visitor receiving a BEFE demo reported that the odor being released during the
session was exactly like the smell of the chemicals she used to work with years earlier at
Kodak.

Conclusions
The Q is a very efficient method of providing the body with a biocompatible energy
source so the body's innate intelligence can use the energy to reduce stress and normalize
function as needed. It is simple and can be used by anyone in his or her own home. It is
particularly helpful to health practitioners. When a practitioner performs any protocol
whether acupuncture, nutrition, structural techniques, emotional, etc., if the body does not
have enough energy to either accept the technique or to maintain the correction then little
long term good will be achieved. By providing energy to the body, the Q can enhance the
practitioner's effectiveness and optimize the benefits to the client. Please see Appendix B
for general descriptions and instructions on use. Appendix C contains some test results
and testimonials.
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APPENDIX A
Comparative Analysis Between the Q2 Water Energy System and Copies
From Q The Experience LLC (With minor editing for this presentation)
The understanding of Q The Science is an integral part to understanding the conceptual
application that is required to design and build the complete unit known as the Q2 Water
Energy System (The Bio Electric Field Enhancement System BEFE). This means
understanding the array, the power supply, and all other aspects of manufacture of for this
system.
Q The Science is a very exacting methodology where the outcome or end results can vary
with any alteration large or minute. If one does not take into account the field science of
each component or does not have full knowledge of their fields and their interaction with
each other both statically and actively, any change made will without question result in a
differing field affects. Lack of knowledge regarding interactions between the components
used in manufacturing a similar unit will invariably result in unknown and most
definitely unwanted results for the end users of any copied product.
The construction of the Q2 is extremely precise in the materials that need to be used to
build the Array, as well as the dimensions, ratios and methodology of construction. The
reason for this exactness in every detail and of ratios calculated is crucial to the outcomes
or effectiveness of the field produced and the quality of life force enhancement imparted
to the water. Any change in any aspect of the construction, or materials used, will
degrade or change the field. This is the work of field science, all fields acting in harmony
to produce the desired end result.
How This Relates to Copies of the Q2 Water Energy System
One of the most common misconceptions is the color change that is observed in the water
post session. This is not completely attributable to the body mass, it is not an indication
of the general state of being of the body mass utilizing this therapy. It is not as suggested
by copied devices the result of the user "sweating" in the water and detoxifying through
the skin although in a small number of cases this may happen in very tiny amounts. It is
more the result of the field interaction of the Array particularly the metals used, the
impurities in the water and the complex bio-signature of the body mass using the system.
Under ideal conditions there will be very little to no color change and negligible
degradation of the Array. The resultant affect for the end user would still be the same as
for those who have dramatic color changes in their water post session.
The cause for most color changes can be attributed to the additives in most city water
supplies, some of these impurities are expelled by the water and hence the majority of
discoloration in the water. As an addendum to this water temperature will show a
considerable difference in the water color post session, the hotter the water more often

than not the more discolorations will occur. Obviously there are numerous other natural
factors that will dictate water color these are just two of those. In regard to the Q2
System, the choice of components and metals used is precise.

Possible changes to the Array
Colored Acrylic
The additive in acrylic to give the color blue for example is a chlorine based compound.
This is another chemical or "field" being overlaid into the complex field generated by the
system. Q-Tech Laboratories recognizes this additive and avoids it in the construction of
its product.
Wider and Thicker Positive Tracks
While it may be perceived that this change gives the advantage of longer life tracks, it
does however cause a larger field distortion affect within the Array. Q-Tech knows this
and tries to keep the track as narrow as is practical while providing as long a life as
possible for the optimum results.
Wider and Thicker Negative Tracks
This is very similar to the positive track scenario explained above and this can be seen in
the copper ring wearing more predominantly in that area.
Other Housing Material Changes, e.g., Addition of Nylon
Nylon too has a different chemical composition and thus increases the amount of
additives from the original Q2 Array and the resultant field generated. Q-Tech has not
done any research into the resultant affects that may arise due to this change in Array
construction.
Changes in the Dimensions and Ratios of the Rings, e.g., Thicker Plates Thicker Copper
Ring
Q-Tech recognizes and understands the potential uses and affects of alterations to the
ratio of the rings, with the very first unit being produced 2' 1/2 times larger than the
current model. While this did produce beneficial results, within the course of any
research and development project it was proven the best configuration is the present one
used by Q-Tech. To alter thickness dramatically, necessarily alters the resultant field
generated.
As an example of how this relates to what we are talking about, when you purchase a
tuning fork to tune a piano, you ensure it is a perfect "C" not "C flat" so that your piano

plays in tune and not 'close enough is good enough'. If your tuning fork is made of one
combination of metals that has differing amounts of particular metals compared to the
correct ratios it will not vibrate at the correct pitch it is very close but not perfect. This
imperfection does not show up to the untrained ear and is of no consequence to them but
when the virtuoso sits at the piano and begins to play they immediately notice the flat
note and cannot perform to their best. They know it is not tuned right, as a side note one
has to ask the question why piano virtuosos insist on using Steinway pianos to other
brands. The Q2 imparts a specific energy frequency, which has taken years of research
and testing to constantly improve on with each release, and as technology improves both
in the manufacture of metals and electrical components Q-Tech have remained at the
forefront of improving the system to give this perfect pitch.

Power Supply Variations and Differing Fields Off-The-Shelf Transformers
In the approximately 7 years Q-Tech has been producing the Q2 System many changes
have occurred in the manufacture of transformers, which is a primary component in the
power supply. Obviously there are numerous transformers that are close enough and
basically do the same job. One important factor that must be remembered is cheaper
quality or poorly constructed transformers will overlay what is termed electrical noise
into the circuit degrading and changing the resultant field produced by the Array. This
obviously in turn reduces the intended effectiveness and can cause unwanted long-term
affects.
Adjustable Voltage Control
Due to the unique qualities of water in towns and cities around the world it was found
that each different water source created their own unique challenges to overcome. One of
the most prevalent was poor water quality or highly conductive water which required the
unit to use more energy to produce the desired result. Many options were considered to
remedy this situation and virtually all were discounted due to there degrading affect on
the field affect generated by the unit. The first way that Q-Tech tackled the problem was
efficient but was cumbersome and difficult to use. Q-Tech also looked at the possibility
of using a variable switch to regulate the power supplied to the Array. This was
immediately discounted, as this type of adjustment would create far too much electrical
"noise" within the circuit leading to a degradation of the resultant field.
Methodology of Construction and Choice of Electrical Components
As electrical component technology has changed so has the power supply for the Q2 unit,
as one component becomes obsolete or is manufactured by a different process others
must be found. For each component used in the power supply hundreds can be found that
will do in electrical terms, "the same job". If we refer to the tuning fork example raised
earlier, each individual component produces its own unique signal if these signals or
vibrational resonances are not in harmony with each other, again the desired result can be

diminished or wrong. It is not as simple as purchasing the cheapest component and using
it, you must be aware of the field interactions and join them together to produce the
correct harmonics. The controlling factor of field science even extends to the design,
layout or placement of components within the power supply to ensure a correct energy
flow. Conventional electronics does not recognize or for that matter understand the
principles of field science and so does not see it as a consequence to operating
effectiveness of electronic equipment.
Another integral part to the power supply manufacture is the choice of connectors and
cable that connect the Array to the power supply, as an example the use of audio
connection pins compared to proper electrical connectors. While both carry or transfer
electrical energy each are constructed from differing materials and with different
processes. Audio connectors can again overlay particular noise or interference to the
signal supplied to the Array.
One further overriding factor to the power supply manufacture comes down to the
materials used to make the outer casing. The very first commercially available power
supplies for the original BEFE unit were rudimentary in construction and manufactured
with metal casings. While these units produced favorable results it became apparent that
the construction and materials used were not producing the best result possible and so
many man hours was put into finding better materials and a better designer of the power
supply. In the words of the electrical engineer and one of the Directors at Q-Tech "AU I
was taught in my years at university did not prepare me for the education process I
undertook in the construction of this power supply."
Other Widely Divergent Attempts at Q Technology
Technology That Proposes Creation of Ions
Another variation of the BEFE system has appeared that focuses on the maximum
creation of electrolytic precipitation of dissolved solids and additives in the water. This
technology has dramatically changed the array configuration, which of course completely
alters the desired result. The driving force behind this technology is the misguided
traditional electronics thought the goal is to produce the maximum amount of ions in the
water.
There are devices that have been created with the sole purpose of astonishing prospective
water purification customers into buying a company's product. The sales procedure is to
perform the demonstration on their tap water and to show the same demonstration on the
treated water. This is so misleading that it has been in fact outlawed in several states.
Positive and Negative Ion Production
In this technology the claim is made that it is possible and desirable to adjust the amount
of positive or negative ions in the water. Simply put, this is an electrochemical
impossibility. As long as both positive and negative electrodes are in the same body of

water it is basic electrochemistry that there is always a net neutral. That is that for every
positive ion created, there is a negative. In their technology, when they claim to alter the
amount of positive or negative ions, they are simply changing the polarity on which
electrode is positive or negative at a given moment. In this particular product there is a
great emphasis on the discolorations in the water and what they imply relative to the
person in the water.
The truth is that these colorations are created by the electrochemical reactions from the
materials in the electrodes. The unit in question uses a copper winding that terminates
with a zinc as one electrode, and a steel tube as the other. When the copper/zinc electrode
becomes the positive it will create greens and blues along with black material from the
copper and zinc. When the steel is the positive, it will create yellows, orange and browns.
Why Do People Seem to Have Benefits from These Products?
There are factors that come into play when introducing Direct Current to a steel electrode
in water. One of these is the changing of the oxidative reduction (ORP) state of the water.
While a lower ORP is desirable, it is but a minor factor in the desired outcome of Q
Technology. In fact The Q products create an ORP change in the water that is between 10
and 10,000 times more effective than the copies we have tested. The more important
aspect of the technology is the patterning of the field to balance, harmonize and elevate
the bioenergetics of the individual. Simply put getting some benefits is NOT the same as
getting the results precisely designed into Q Technology. It is like comparing painting.
You can put a canvas and paint and brush strokes together, but this does NOT make a
Rembrandt.
As you can see there is a number of processes that come together to produce the Q2
Water Energy System and in fact there are many, many more that have not been included
in this document. If it were not difficult enough to manufacture the Q2 System one
extremely important factor that has not previously been mention is constructing the
power supply to the exacting and demanding criteria of electrical safety protocols around
the world. The Q2 Water Energy Systems power supply has been constructed to meet and
in most cases exceed the very strict international safety guidelines for countries around
the world.
As a wise man once said: The water at the head of the river is sweeter and purer than that
which runs into the sea.

Appendix B
The "Q" – Detoxification
From Q The Experience LLC (With minor editing for this presentation)
Detoxification of the Body
This information is for theoretical information purposes only. It is not meant to be
utilized for practical and/or physical purposes. None of the information below should be
held as fact.
Our bodies are constantly under attack from environmental factors. Toxins are becoming
a big issue of importance as our environment becomes more polluted. Most of us
understand that there are pollutants in the air we breathe, the food we eat and the water
we drink and the level and types of toxins that now surround us are far too great to list.
Some of them occur naturally but most are man-made and it is these toxins that are
causing the most concern. The thought of so many heavy metals now showing up in the
food is a concern for most everyone however the real threat comes from all the artificial
compounds that are being widely used without almost any understanding of the danger
they represent to the human body. Of all the substances we are constantly threatened by it
is the silent action of synthetic hormones that can cause serious damage to the genetics of
the individual without them being aware of what's happing.
There is now a way we can start to combat these problems through awareness and with a
little help from technology. The Bio-Electric field Enhancer (BEFE Unit) is the first step.
It is technology creating the problem so technology can help control and then start to
reverse it.
To understand how the BEFE Unit assists the body to detoxify itself we need to
understand a little about how the body functions and in particular how our cells work.

The Basic Cell

While there are many cells in our body that perform different functions and have different
internal structures they all have some basic function similarities. All our cells need water
to survive and work and they all have 3 basic components (excluding red blood cells that
eject their nucleus). These components are the Nucleus, the internal structure and the
plasma membrane. Each of these components when combined performs specific
functions. Even though they may perform different specific functions they all intake
water, metabolize it and eject a waste product called nucleic acid. This waste product is
then dealt with by the body’s main cleaning systems the liver and the kidneys. This flow
through system is very important and when something goes wrong, like the cell becoming
clogged with toxins, problems begin to occur.

When the cell is functioning correctly it has a good flow of liquid (water) going through
it. The liquid has two ways to enter and leave the cell structure. The outer membrane or
plasma membrane is a selectively permeable barrier meaning that it allows some
substances to pass while excluding others.
When a substance can penetrate the plasma membrane without any energy input from the
cell, it is called passive transport. When the cell must provide metabolic energy the
process is called active transport. The movement of water into the cell is an example of
passive transport while movement of amino acids and most ions across the membrane is
active transport.
The Plasma Membrane
The plasma membrane as well as being selectively permeable has another very important
function. It maintains a potential voltage difference between the internal structure of the
cell and the intercellular fluid. Scientists are just now starting to realize the importance of
the voltage that exists on the membrane itself. Its electrical value plays a part in
helping the membrane be selectively permeable. If this voltage drops too low it
contributes to loss of cell integrity. What is important here is that it has been scientifically
proven that an unhealthy cell has a very poor membrane voltage.

There are a lot of things that can start to go wrong when we exert an outside influence on
the cell such as a toxin. Our bodies are more than capable of withstanding low levels of
toxins but when these levels rise too high, a chain of events start to take place and the
integrity of the cell is compromised. The integrity of the cell can be affected from both
the outside or the inside and the toxins that cause the problem do not need to come from
an external source because the cell itself produces a waste product that could be
considered as a toxin. As we have already said the body has a natural defense mechanism
for removing toxins from the system. In the average individual these systems are
functioning correctly but under load the system can break down and result in a toxin
build up. For most people the threat of toxin build up is not from having the cleaning
system not operating correctly but from the type of toxins we are now exposed too. Some
toxins do not remain in the intercellular fluid and become attached to the cell membrane,
and, if the body is operating below 100% problems can occur.
The numbers of problems that can occur from Toxification are many and the number of
ways that the problems start is also great. There are however a few basic causes that we
can address to understand how the body becomes toxic and how we can resolve the
problem by helping the body cope using its natural processes.

We are going to examine 3 basic ways the body becomes toxic in relation to the effect it
has on the cell:

1. Toxification by natural waste product, that is build up of nucleic waste from the cell
itself.
2. Toxification by low level artificial toxins - manmade compounds.
3. Toxification causing genetic alteration - genetically engineered materials.
It should be noted that although these processes are explained individually they can and
do all occur simultaneously.
1. Toxification by natural waste product.
Toxification by natural waste product is where the body accumulates a build up of the
natural waste product from the cell, nucleic waste. This can occur two ways.
1. Liver and Kidney function are low and are not extracting all of the waste out of the
intercellular fluid (blood).
2. Toxin build up on the plasma membrane restricting all of the waste product from
leaving the interior of the cell. In the diagram below the basic function of the cell is
illustrated. It goes like this: W or water enters the cell via passive transport. W then reacts
with the Internal structure B and the Nucleus A. The product of the reaction between W,
A and B is Nucleic waste C. The cell is very efficient when functioning fully and reacts
all the W on a 1:1 basis meaning all of the W is used with an equal amount of C being
produced.

Low Liver and Kidney Function.
When liver and kidney function is low the intercellular fluid becomes contaminated with
waste product. What happens then is instead of just W entering the cell, the W becomes
Wc meaning a combination of W and C. This causes changes in the reaction inside the
cell. Now there is a Wc, Ac, Bc reaction which is not how the cell is supposed to work.
The cell is no longer operating efficiently and the metabolic energy being used is
wasteful.

External Toxin Build Up
External toxin build up is when toxins begin to accumulate on the outside of the cell. One
of the causes of this is when the membrane voltage is poor the toxins can stick to the
membrane. This deprives the cell of the natural flow of W into it and also restricts the
exit of the nucleic waste. Once again cell function is compromised so the cell can no
longer function correctly. The process is cyclic, the more the toxins build up the less
efficient the cell becomes and the longer this goes on the harder it is to reverse the
process. There are two processes the body uses to solve this problem.
1. Receiving from external sources what is required to raise the membrane voltage
2. The white blood cells.

2. Toxification by low level artificial toxins
Toxification by low level artificial toxins is where a toxin has managed to penetrate the
cell membrane and enter into the internal structure. Toxins can achieve this in times of
low cell integrity. White blood cells play a part in this operation. One of the things white
blood cells do is clean the toxins off of the plasma membrane of the cells. White blood
cells damage the membrane during the process of removal leaving it temporarily
vulnerable. Once a toxin has entered into the internal structure of the cell it causes
problems. To eject the toxin the cell requires metabolic energy to perform active
transport, that is, the cell needs to use its own energy to eject the invader. If the cell does
not have the spare energy to do this a build up can start.

The white blood cells clean the cells in the body. When a white blood cell removes a
toxin from the outer surface of the cell it causes some damage. If the cell can not repair in
time it is vulnerable and toxins can enter into the cell.
3. Toxification causing genetic alteration
Toxification causing genetic alteration is the most serious form of cellular contamination
that you may be subjected to. We have already looked at toxins entering a cell and
causing problems but what if that toxin was an artificial hormone or carcinogenic
substance? The problem now becomes a major issue because if the potential of the toxin
is that it can alter the coding of the cell it will do so. When this happens what you end up
with is the nucleus and the internal structure incorporating the extra coding resulting in a
new nucleus D and a new internal structure E. This is a serious problem and it happens
without you even knowing. A lot of the time it takes years before the effect becomes
visible to the individual. These types of toxins lead to cancer and genetic disorders.
Toxification of this nature is difficult to correct but not impossible.

Some of the effects of this type of toxin contamination are already becoming evident in
the western world where the use of genetic substances and hormones have been in use
without public knowledge for some time now. It has become scientific reality that the
new genetic pattern is passed on to the siblings from the parents.

What Bio-Electric Field Enhancement does to your Cells
The Bio-Electric Field Enhancer does as the name suggests, it enhances the Bio-Electrics
of your cells. As discussed earlier the cells in your body contain an electric charge. This
charge is not like the electricity you are familiar with like that is used in your home. The
first thing the unit does is to increase the charge on the plasma membrane surrounding the
cell. This applies to all cells throughout the body. This also has an effect on the internal
structure of the cell as well because the electrical energy being supplied to the cell is
compatible with the metabolic energy of the cell. This effectively increases the available
metabolic energy the cell can function with. Once this is achieved a number of things
start to happen.

By increasing the electrical value of the cell membrane we also increase the value of the
electrical field that results from the electrical potential on the cell membrane itself.
Boosting and extending this field to the proper parameters effects the toxins that have
attached themselves to the cell membrane. It also helps restore integrity to the actual
membrane itself so that the function of being selectively permeable is restored to proper
operation. Restoring proper cell function increases the body’s ability to start to process
the toxins properly again. The liver and kidney start to remove more of the toxins
reducing the load on the rest of the systems.

Once the toxins are detached from the cell membrane they are once again free to be
moved by the intercellular fluid. The body’s natural processes with the extra resources
take over and remove the toxin through normal systems. This also has the effect of once
again letting clean W (intercellular Fluid) flow correctly through the membrane.
With the clean W now flowing through the system the cells can start to re-balance the
internal levels of W and C. The clean intercellular fluid begins to restore the action of the
nucleus (A) and the internal structure (B). The effect on A and B that is causing the cell
to function as Ac and Bc balances so that the Ac + Bc return to the proper AB function.
In effect the cell has become cleansed with the added benefit of the extra metabolic
energy.

The Cell and the intercellular fluid are now restored to normal function except the
metabolic energy now available to the cell is greater.

With the cell in a much healthier state and now having an increased metabolic level of
energy it can begin to do its proper function. Toxins that have entered the cell during its
poor health can now start to be purged or actively transported from the internal structure.
The extra energy now available makes this process possible again. These processes can
only be possible because of the energy input to the cell from the Bio-Electric Field
enhancement Unit.

The Genetic Problem
Toxification of a cell at the genetic level means that the cell is not longer functioning as it
was intended too. The effect that the toxin has had on the cell in this case is that it has
caused a coding change to the cell itself. What you end up with is a modified cell that
would be different to the original. If the Nucleus and the internal structure where
considered as A and B then the modified cell would have a nucleus and internal structure
of D and E. Fortunately for us the alteration of the genetic coding in the cell is far more
difficult than we are led to believe. To understand how the code can be restored we need
to understand what the code is and how it was altered in the first instance.

The human genetic coding is currently called DNA or deoxyribonucleic acid. As the
name suggests DNA is a form of nucleic acid. This is currently the theory and the
question that should be asked is, is deoxyribonucleic acid really our genetic coding or is it
a waste product produced as a result of the coding itself? The fact is deoxyribonucleic
acid or DNA is the waste product produced by the cell as a result of the genetic coding of
the cell. What scientists have discovered is a crude way of fingerprinting the body’s
primary excretion fluid. The coding itself until now has remained somewhat of a mystery.
Before we go into the genetic coding itself lets summarize the basic DNA theory.
It is believed that DNA is housed within the nucleus of the cell. The following is an
extract from Encyclopaedia Britannica describing the nucleus of the cell and its function.

The Nucleus
The nucleus is the information center of the cell in all higher organisms. It is separated
from the cytoplasm by the nuclear envelope, and it houses the double-stranded, spiral
shaped deoxyribonucleic acid (DNA) molecules, which contain the genetic information
necessary for the cell to retain its unique character as it grows and divides.
The presence of a nucleus distinguishes the eukaryotic cells of multicellular organisms
from the prokaryotic, one-celled organisms, such as bacteria. In contrast to the higher
organisms, bacteria do not have nuclei, so that their DNA is maintained in the same
compartment as the other cellular structures.
The primary synthesis function of the nucleus is the expression of selected subsets of the
genetic information encoded in the DNA double helix. Each subset of a DNA chain,
called a gene, codes for the construction of a specific protein out of a chain of amino
acids. Information in DNA is not decoded directly into proteins, however. First it is
transcribed, or copied, into a range of messenger ribonucleic acid (mRNA) molecules,
each of which encodes the information for one protein (or more than one protein in
bacteria). The mRNA molecules are then transported through the nuclear envelope into
the cytoplasm, where they are translated, serving as templates for the synthesis of specific
proteins.
The nucleus must not only synthesize the mRNA for many thousands of proteins, but
must also regulate the amounts synthesized and supplied to the cytoplasm. Furthermore,
the amounts of each type of mRNA supplied to the cytoplasm must be regulated
differently in each type of cell. In addition to mRNA, the nucleus synthesizes and exports
other classes of RNA involved in the mechanisms of protein
So clearly the DNA is supposedly contained within the nucleus. An interesting point at
this stage is that DNA samples taken from the body are usually hair, skin or blood, which
are processed to attain a DNA fingerprint. While this may not sound unusual, technically
it is interesting because if your sample was blood which contains mostly red blood cells
and intercellular fluid it would be a strange way to get a DNA sample since red blood cell
do not contain a nucleus where the DNA is housed.
Electricity and the Immune System
This information is for theoretical information purposes only. It is not
meant to be utilized for practical and/or physical purposes. None of the information
below should be held as fact.
The body’s dependence on electrical charges has never really been in dispute but
scientists are now starting to understand the vital roles it plays in the various systems in
the body. The following discovery by a team of scientists in Geneva provides more
essential information on the electrical activity in our immune system.

Geneva discovery: white cells produce electricity
A medical team at Geneva's University Hospital has discovered that white blood cells can
produce electricity - which will help research understand better how the human body
fights microbes.
Until Dr. Jacques Schrenzel, Dr. Karl-Heinz Krause and their colleagues at the hospital's
infectious diseases division unraveled the mystery, it was not known how the cells
generate the toxic oxygen radical superoxide which is the body's lethal weapon against
invading bacteria and fungi.
In Nature, the Geneva team reported it had identified an enzyme (NADPH oxidase)
which generates electron currents through cellular membranes. The currents, identical to
those, which light an electric bulb, but ten billion times smaller, convert oxygen to the
microbe-killing superoxide.
This discovery made by the Geneva medical team helps to explain why the BEFE unit
aids healing and has the potential to eliminate bacteria and fungi infections. Because the
BEFE unit increases the potential voltage in the cell membrane the potential of the
immune system can be substantially enhanced. This effect produced by the BEFE Unit
also aids in prevention by maintaining the effectiveness of the cellular function.
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